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Primus Cable’s Shielded CAT 6A/7 RJ45 Plugs are 
manufactured to high standards, keeping our cus-
tomers in mind. These shielded RJ45’s work with 
solid and stranded cable with 8 pins (gold plated) 
and 8 conductors.

Features
• 50µ” Gold Plated Contacts
• Works on Stranded or Solid Conductors
• Transparent Housing For Easy Conductor Alignment
• 8 Pins x 8 Conductors
• Fits 22 AWG - 24 AWG Wires
• Insulation Diameter of 1.35mm - 1.45mm
• Fits Cables With a Jacket OD of Under 8.0 mm
• Copper Alloy Shielding

Electrical Specifications
• UL Applications: 250 Volts AC Max., at 2 AMPS
• Dielectric Withstanding Voltage: 1,000 Volts AC
• Insulation Resistance: 100 M Ω
• Termination: Resistance 20m Ω Max After 
   Environmental Testing

Mechanical Specifications
• Cable-To-Plug Tensile Strength: 20 Pound Min.
• Durability: 200 Mating Cycles
• Operation Temperature Range: -20°C~+50°C

Physical Characteristics
• Housing: Polycarbonate, UL94V-0
• Color: Transparent
• Contact Blade: Copper Alloy
• Conductor: Stranded & Solid Wire, 22 - 24 AWG
• Gold Plating: 50µ”
• Shielded Shell: Copper Alloy
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Although Primus Cable makes every reasonable effort to ensure their accuracy at the time of this publication, information and specifications 
described herein are subject to error or omission and to change without notice, and the listing of such information and specifications does not 
ensure product availability.

Primus Cable provides the information and specifications herein on an “AS IS” basis, with no representations or warranties, whether express, 
statutory or implied. In no event will Primus Cable be liable for any damages (including consequential, indirect, incidental, special, punitive, or 
exemplary damages) whatsoever, even if Primus Cable has been advised of the possibility of such damages, whether in an action under contract, 
negligence or any other theory, arising out of or in connection with the use, or inability to use, the information or specifications described herein.

All sales of Primus Cable products are subject to Primus Cable’s standard terms and conditions of sale.
Primus Cable believes this product to be in compliance with EU RoHS (Directive 2002/EC, 27 Jan. 2003). Material manufactured prior to 
the compliance date may be in stock at Primus Cable facilities and in our Distributor’s inventory. The information provided in this Product 
Disclosure, and the identification of materials listed as reportable or restricted within the Product Disclosure, is correct to the best of Primus 
Cable’s knowledge, information, and belief at the date any other operation of the product itself or the one that it becomes a part of. This Product 
Disclosure is not to be considered a warranty or quality specification and regulations based on their individual usage of the product.

Primus Cable declares this product to be in compliance with EU LVD (Low Voltage Directive 73/23/EEC), as amended by directive 93/68/EEC
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Optional Shielded CAT 6A CMR Cable, 1000ft 
Augment your network to the power
of 10G with our shielded CAT6A cable.
This cable has solid copper conductors 
with AL foil shielding.
CAT 6A

• C6AS-2238RK - Black	 • C6AS-2237RB - Blue	
• C6AS-2240RN - Green 	• C6AS-2241RD - Red	
• C6AS-2242RW - White	 • C6AS-2243YL - Yellow	 • C6AS-2239RG - Gray

CN1-7883-8C6AS - 25 Pack

CN1-7884-8C6AS - 50 Pack

CN1-7902-8C6AS - 100 Pack


