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A

WGBS2410
Single Wide Bridge

2 Posts, 1 Bridge Panel (24” W x10’ L)
(3) Trapeze Units

WGBD2410
Double Bridge

2 Posts, 2 Bridge Panels (24” W x 10’ L, each)
(6) Trapeze Units

ORDERING INFORMATION

Notes:
1. Waveguide bridge is not designed to support personnel or equipment. 

Ground Line

Support Post
4” O.D. Tube

18’ Long

Diagonal
Brace Angle

Panel
Support

Angle

10’

12’ Max

4’ Min. Into 
Undisturbed

Soil

3” Into Gravel 6” Gravel Drain

7’

Space as Required
(3 Trapeze Units

provided with each
Waveguide Bridge)

(8) 7/16” O Holes
(9) 3/4” O Holes
2 1/4” O.C. Hole Spacing

Units bolt 
together
in field

24”

10’

Single

Double

Waveguide Panels

Threaded
Rod Hangers

Trapeze
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WGBS121014
Single Wide Bridge

2 Posts, 1 Bridge Panel (12” W x10’ L)
(3) Trapeze Units

WGBD121014
Double Bridge

2 Posts, 2 Bridge Panels (12” W x 10’ L, each)
(6) Trapeze Units

ORDERING INFORMATION

Notes:
1. Waveguide bridge is not designed to support personnel or equipment. 

Ground Line

Support Post
4” O.D. Tube

14’ Long

10’

10’ Max

4’ Min. Into
Undisturbed

Soil

3” Into Gravel 6” Gravel Drain

7’

12”

10’

(3) 7/16” O Holes
(4) 3/4” O Holes
2 1/4” O.C. Hole Spacing

Single

Double

Units bolt 
together
in field

Waveguide Panels

Trapeze

Panel
Support
Angle

Threaded
Rod Hangers

Space as Required
(3 Trapeze Units 

provided with each
Waveguide Bridge)


