
www.shireeninc.com

Cable Description

White/Orange & Orange 

White/Green & Green 

White/Brown & Brown

12910 Cloverleaf Center Drive Germantown, MD USA Tel: 301-838-4380

Unaged Elongation             Min. 200%             
Unaged Tensile Strength   Min. 1754Kgf/mm²

Max. Attenueation
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Cross Section Standard Compliances

Electrical Characteristics

1. Characteristic Impedance: 772kHz 102 Ω ±  20%

Jacket

Insulation

Conductor

Item # DC-1050

24 AWG Bare 
CopperPairs

2)Insulation:

Material FEP
Nom. Thickness 0.176mm

Dia. Φ 0.86±0.05mm

Color Cord White/Blue & Blue 

4)Printing:

Shireen DC-1050 CAT5e UTP ETL VERIFIED TO
ANSI/TIA-568-C.2 24AWGX4P CMP(UL) E365770 - 
YEF XXXXFT

3)Outer Jacket:                    Flame Retardant PVC CMP
Thickness (Nominal)           0.5 mm
Diameter (Nominal)            6.3 mm
Color                                      Blue
Unaged Elongation              Min. 100%
Unaged Tensile Strength    Min. 1.407Kgf/mm²

1)Conductor

Pairs 4

Total Conductor 8

AWG 24
Material Bare Copper 

1~350MHz 100 Ω ±  15%
2. Capacitance Unbalance: Max. 160 pF/100m
3. Mutual Capacitance: Max. 5600 pF/100m
4. Conductor Resistance: Max. 9.38 Ω/100m@20°C
5. Resistance Unbalanced: Max. 2%
6. Insulation Resistance: >5,000 MΩ·km
7. Dielectric Strength: 2500 VDC/2 sec
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ANSI/TIA-568-C.2 CAT5e
ISO/IEC 2nd Edition 11801 Class D
UL 444 & CSA FT-6
NEC/CEC Type CMP (NFPA262) for plenum cable
IEC 61156-5, CENELEC EN 50288-6-1 for horizontal cable Flame
Flame Retardancy verified according to NFPA-262
RoHS compliance for EU Directive 2002/95/EC

CAT5e UTP/CMP/Plenum Cable
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	<p>Shireen's DC-2030-1 high quality outdoor CAT 6 Dry Gel Tape cable by the foot. Features an outer jacket, 4 unshielded twisted pairs of 23AWG wire with LDPE + Dry Gel Tape. Excellent for use in any outdoor/direct burial networking, data transfer and ph
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